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2. SAFETY AND OPERATION

2.1 Safety Warnings And Symbols

personnel only!  

2.2 POWER SUPPLY FUSE REPLACEMENT

4

HIGH VOLTAGE WARNING LABEL

GROUNDING SYMBOL

POWER CONNECTOR FRONT VİEW

Gnd.

P N

WARNING / DİKKAT
220 V. 50 Hz.

FUSE 

Gnd.
P N

WARNING !

Never remove the protective cover of the power 
supply unit for any reason!

Observe the warning signs, power and fuse values 
when performing any work on the turnstile. Warning 
labels and power supplies may vary depending on 
the turnstile model and type.

CAUTION! Use only original type and value replacement fuse

24 V DC Power Supply

Spare Fuse
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CONNECTOR PIN CONFIGURATION TABLES

CAUTION! Pin and connector numbers 

MOTOR DRIVER BOARD

1
2
3
4 Gnd.

POWER

+24Vdc
Batt.In
+12Vdc (For Led Strip)

1 2 3 4 1 Direction Control
2
3 Overcurrent Detect
4 Motor Brake Control

CONTROL CONN.

Start/Stop Control

7

1 Motor Out (Brown)
2 Motor Out (Blue)

9
MOTOR OUT

1 2

Match socket and cable numbers when 
replacing boards and other parts !

Pay attention to pin markers when 
replacing microprocessors !

CONTROL BOARD

1
2
3
4

Sensor 2 Data In
Gnd

+24Vdc
Sensor 1 Data In

6
PHOTO SENSOR INPUT

1 Gnd
2 +24Vdc

POWER 8

1
2
3
4
5
6

n.c

n.c

3

n.c

RGB LED STRIPE

n.c
Blue Led Stripe
Red Led Stripe

1 Relay Out 1 Red

1
 (5 not used)

1
2
3
4

5
6

n.c

n.c

n.c
B-A Green Led Stripe

n.c

2
RGB LED STRIPE

A-B Green Led Stripe








